
1. Light your heater 2 to 3 hours prior to the start of your event. The heater will  
operate 8 to 10 hours on a full tank of propane. Starting early will allow you time 
to lite the heater and if you have trouble, will allow WL to come out and service 
the heater prior to the start of your event.   

2. Raise the tank cover shield and make sure that the LP regulator is properly  
engaged into the propane tank. Make sure the tank is open by turning the tank 
valve counter-clockwise. IF YOU HEAR OR SMELL GAS, TURN THE TANK VALVE OFF 
IMMEDIATELY.  If gas is leaking, call Walker-Lewis immediately 661-831-7368 

3. Be sure the control knob on the heater head is in the “OFF” position. 

4. Turn the control knob counter-clockwise to the “PILOT” position and depress the 
knob to begin the flow of gas to the pilot light. Continue to hold and depress the 
“PILOT” knob for up to 3 minutes , this is how long it can take for the gas to come 
from the tank to the pilot burner.  

THERE ARE TWO WAYS TO LITE THE PILOT, WE PREFER THE  LONG LITER METHOD  
OVER THE PUSH BUTTON IGNITER. BOTH ARE DESCRIBED. 

5. LONG LITER METHOD - After you have depressed the “PILOT” knob for 2 to 3 
minutes, take the long liter supplied with your rental and insert the end of the 
long liter into the pilot access hole. After inserted, lite the long liter and direct the 
flame at the base of the small rectangular box just inside the pilot access hole. 
Once you see or hear the pilot ignite and see a flame, remove the long liter.  

6. PUSH BUTTON METHOD - After you have depressed the “PILOT” knob for 2 to 3 
minutes, push the red igniter to lite the pilot. You may have to push the red  
Igniter more then once. Once you see or hear the pilot ignite and see a flame  
discontinue pushing the red igniter button.   

7. Once the pilot is lit, continue to depress the control knob for about 30 seconds or 
until the pilot flame remains lit after the control knob is released.  

8. The heater may now be turned to the full “ON” position for maximum heat. If you 
turn the control knob all the way back to the “PILOT” position the main burner 
will go off and the pilot flame will remain lit. You can re-ignite the main burner  
directly from the “PILOT” position. 

Turning Off and Shutting Down Heater 

1. Turn the control know in a clock-wise direction to the “OFF” position 

2. Lift the decorative cover up the post and turn the propane tank know clock-wise 
to turn off the propane. 
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