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TO OPERATE:

WHEN FINISHED:

Place the machine on a flat level surface. Make sure the
surface the machine is place on is water proof or water
resistant.

Plug in the machine. Keep in mind the machine should
be plugged into a dedicated 20 amp circuit with no other
electrical devices. We recommend that you do not use an
extension cord, but if you plan to use one, make sure it is
a heavy duty (12 gauge, 25°) extension cord.

Turn on the light switch (depending on the model).

Turn on the motor. Depending on the model, the machine
will either have a switch or a button to engage the motor.

Using the large scoop, fill the goose-neck with ice
cubes or chunks (no larger than 3” x 4” pieces) to about
an inch from the brim. Push the handle down to press
the ice against the cutter-head. A firm, even pressure is
all that is required, but relieving the pressure two or three
times on the way down can help the ice re-arrange
itself. Too much pressure will produce coarse ice,
and too little pressure will create mushy ice.

The motor gets warm, which will give you a surface
temperature of 150 degrees, which is normal.

Fill the machine with ice to desired level. Crush any
remaining ice in the goose-neck and turn off the
motor. Serve using the small scoop, and place finished
cones onto the cone display rack for flavoring.

Make sure that crushed ice does not pile up to the
discharge chute, as this will jam the machine. If this
occurs, clear out the ice with a plastic or wooden spoon
or spatula. DO NOT use your hand. MAKE SURE THE
MOTOR IS OFF, and then allow the remainder to melt
out before continuing.

1. Unplug the machine.

2. Wipe all surfaces clean with a towel.

3. Ensure all of the following are returned to
Walker-Lewis Rents:

e Machine

e Scoops (large & small

Please return ALL parts to
avoid additional charges!

WARNING:

e NEVER immerse the machine in water.
e ONLY put ice through the goose-neck.
e Keep fingers AWAY from the shaver

body while the motor is running.

or the blade will become damaged.

DO NOT allow metal to enter the goose-neck






